TSECTION o]13 GENERAL INFORMATION

Do not use this lighting kit in situations where flammable liquids, vapours or gases are present.
Do not use if the cable is damaged in any way.
The cable is not replaceable and if damaged this product must be discarded.

PARTS INCLUDED

- 25m cable with 10 lamp connections including 110V plug.
- Instruction manual. Please keep safe for future reference.
- 10 x bulbs.

SECTIONTWO

To fitthe bulbs. (60W max switching)

First fit a protective guard over the lampholder and then insert the lamp
Repeat this action for all ten lampholders.

IMPORTANT

This kit is designed for use with 110V 50Hzpower supply ONLY do not attempt to connect to a
230V supply.

When not in use always disconnect from the power supply.
WARNING

The lamps can get hot with excessive use. Avoid touching them with bare hands, always allow
the bulb to cool before removing it from the lampholder.

If the external flexible cable or cord of this luminaire is damaged,it shall be exclusively
replaced by the manufacturer or his service agent or a similar qualified person in order
to avoid a hazard.

TECHNICAL SPECIFICATIONS

This unit must only be conneted to Reduced

1 1 1 low voltage system which confirmed BS7671.
Lamp Type | E27 | B22 E27 | B22 The unit must only be used in the temporary site,
Replacement Lamp REF: |60W GLS | 60W GLS |13W CFLJ‘ISW CFL| should not be used in normal family.

Power Supply | 110V ~ 50Hz

Safety Rating: IP44 (Suitable for outdoor use) E

110V 60W GLS (10X60W max switching) c €
I




